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Report Overview

THE HOUSE IN PERSPECTIVE

Building Data

Approximate Age: 58 Yrs. Main Entrance Faces: North State of Occupancy: Occupied

Weather Conditions: Sunny  Cloudy  Windy x Snow x Rain

Recent Snow: x Yes NO

Ground Cover: Snow x Wet Damp  Dry Temperature: 10F

CONVENTIONS USED IN THIS REPORT

For your convenience, the following conventionsénbeen used in this report.
Major Concern: a system or component which is considered sigmifigadeficient or is unsafe. Significant
deficiencies need to be corrected and, exceptdimessafety items, are likely to involve significaxpense
Safety Issue: denotes a condition that is unsafe and in needarhpt attention.
Recommended Repair:denotes a system or component which is missinghashwneeds corrective action to
assure proper and reliable function.
Improve: denotes improvements which are recommended buéqoired.
Monitor: denotes a system or component needing furthertigaéion and/or monitoring in order to determine
if repairs are necessarye. A structural engineer and/or other such licensedfg@ssional depending on the
system or component in question.
Deferred Cost: denotes items that have reached or are reachinig ttoemal life expectancy or show indications

that they may require repair or replacement anytieing the next five (5) years

IMPROVEMENT RECOMMENDATION HIGHLIGHTS / SUMMARY

The following is a synopsis of the potentially sfgrant improvements that should be budgeted fograhe short term.
Other significant improvements, outside the scdpthis inspection, may also be necessary. Plezfee to the body of this

report for further details on these and other revemdations.
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MAJOR CONCERNS

RECOMMENDED REPAIRS
Repair: The masonry chimney needs re-pointing (replaciegniortar between the bricks) to avoid water damage.
Repair: The gutters require cleaning to avoid spilling raafoff around the building — a potential sourcevater entry
or water damage.
Repair: The downspout(s) should discharge water at least(8) feet from the house. Storm water should be
encouraged to flow away from the building at thenpof discharge.
Repair: Downspout(s) that discharge onto the roof shouldxtended to discharge directly into the guttetsweThis
condition, if left unattended, can result in premmatdeterioration of the roofing under the endhef downspourt.
Repair: The Chimney flashing leaks and should be replaced.
Repair: The Chimney flashing is loose and should be refgecto avoid leaks.
Repair: Nail heads are exposed at the flashing. They shoeilskealed to reduce risk of leaks.
Repair: Some windows are in need of glazing (putty) improgats.
Repair: As is very typical, the basement windows have breagiected. They should be repaired or replacedsisadl.
Wood/soil contact should be avoided to reduce ir@ed rot-damage risk.
Repair: Localized evidence of water staining was visiblevetdow sills. Repairs should be undertaken in when
painting/staining.
Repair: The Trim of the overhead garage door is incompet needs repair.
Repair: Ungrounded 3-prong outlets should be repaired istbfaBedroom south wall. In some cases a grounal wir
may be present in the electrical box and simplyde¢e be connected. If no ground is present “régain be as simple
as filling the ground slot with epoxy. Better, séritaving a ground increases safety, a groundeditcamuld be strung to
this outlet, or a separate ground wire could beneoted. Some electrical codes allow the instaltatiba ground fault
circuit interrupter (GFCI) type outlet where groumglis not provided. In this case the GFCI may wiouk can’t be
tested by normal means.
Repair: Missing outlet cover plates & knockouts should dglaced to avoid a shock hazard.
Repair: The installation of a ground fault circuit intertaps (GFCI) is recommended. The installation ofugibfault
circuit interrupter (GFCI) devices is advisabletba exterior of the home, garage, bathrooms, winirly swimming
pool equipment and some kitchen outlets and ormantigts within 6’ of watefKitchen). On circuits with multiple
outlets; the lead outlet would suffice, as it whien give protection to all outlets on that givéewit. A GFCI offers
increased protection from shock or electrocution.
Repair: The missing light switch cover plates under theebzent stairs.
Repair: The heating system requires service. This should tegular maintenance item to assure safe, rellzdxt.
Repair: The condensate line leading from the furnace agpdigtly and needs to be cleaned to avoid blockade a
possible improper operation of the equipment.
Repair: Chimney hole in the basement should be repaired.

Repair: Water leak was observed under the double sittkdrupper bath cabinet right side.

Repair: Loose or torn roofing shingle was observed astheheast corner of the home.

SAFETY ISSUES
Repair, Safety Issue: A vermin screen & rain cap should be installedlmn¢himney to avoid possible flue blockage.
Monitor, Safety Issue: Pronounced floor cracks were noted in the garadeléwhis amount of cracking is unusual,
this slab is not a structural component you shbelédware of the trip hazard.

IMPROVEMENT ISSUES

Improve: Roof on the garage is older then the homes rogpla®@ement is likely, sooner then later.
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Improve: Weather Stripping repairs needed in front and sidkries.
Improve: Master Bedroom door damaged
Improve: Basement heat supply vent cover is needed.

Improve: Lattice work is loose on the front deck.
Improve: Frost free hose bibs are recommended for the autihter was still on at the rear of the home. &hwas
found under a ceiling panel in the basement offiea.

MONITOR ITEMS

- Monitor: Common minor cracks were observed on the exterdis of the house. This implies that structural
movement has occurred. The location, size, shafieeé cracks is common. The inspection did ndtdividence of
significant movement requiring immediate major iiepa
Monitor: Older roofs are, by their nature, a high mainteearoof. Annual inspection and repair should ftécgpated.
In addition, the older flashings should be monitbrén some cases, a deteriorated flashing cart issexpensive
repairs, because sections of the roofing have temmeved. As a rule of thumb, replacement of titeéeroof covering
may be logical if more than ten percent of the m@ojfuires repair.
Monitor: Minor cracks & holes were noted.
Monitor: Water staining was observed below the window 3illCaulking should be improved as a first step eRafso
to the Exterior section of this report.
Monitor: The window(s) are cracked in the northwest bedrdamprovement is not a high priority.
Monitor: The refrigerator did not appear to attain an idgarating temperature (temp in freezer was 17 @sgre
fridg was @ 48 degrees.) Adjustment of the tempegagetting may suffice, or further review by avisr technician is
recommended.

Monitor: Water staining was observed under the eave witl@rgarage.

Monitor: Sump Pump discharge line outside is to close tdntimee. This causes the water to seep around the
foundation and then recycle back to the sump puffprts should be taken to extend the dischargedinleast 6 to 8ft
away from the foundation.

DEFERRED COST ITEMS

Deferred Cost: Roof fifteen years old and older is a maintendssee to consider down the road.
Deferred Cost: Furnace: 13 years old or older is a maintenarsteifo consider down the road.
Deferred Cost: A/C Unit: 10 to 15 years old and older is a maiatee issue to consider down the road.

Deferred Cost: Water Heater: 5 + years old and older is a maariee issue to consider down the road.

Deferred Cost: Sump Pump: 1 to 5 years old and older is a maamee issue to consider down the road.

THE SCOPE OF THE INSPECTION

All components designated for inspection in the ASIStandards of Practice are inspected, except asbeanpted in the

“Limitations of Inspection” sections within thispert.

It is the goal of the inspection to put a home bugea better position to make a buying decisidtot all improvements will

be identified during this inspection. Unexpectedairs should still be anticipated. The inspectbauld not be considered
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a guarantee or warranty of any kind.

AN INSPECTION VERSUS A WARRANTY
A home inspection is just what the name indicated,inspection of a home...usually a home that isgoei
purchased. The purpose of the inspection is terdene the condition of the various systems angtsires of
the home. While an inspection performed by a ctenpénspection company will determine the condité the
major components of the home, no inspection wikkygd every minute latent defect. The inspectdsibtya to
find all defects is limited by access to varioustpaf the property, lack of information about {@perty and
many other factors. A good inspector will do hider level best to determine the condition oftibene and
report it accurately. The report that is issuedisopinion as to the condition of the home. Bipimion is

arrived at by the best technical methods availdblthe home inspection industry. It is still oaly opinion.

Warranty Policy
The warranty is a policy sold to the buyer that kaats that specific items in the home are in socodition and
will remain in sound condition for a specified pmtiof time. Typically, the warranty company newspects the
home. The warranty company uses actuarial talmaetermine the expected life of the warrantedstand
charges the customer a fee for the warranty thithepefully cover any projected loss and make @ipfor the

warranty seller. It is essentially an insurancdipp

The service that we have provided you is an ingpectWe make no warranty of this property. If yaesire
warranty coverage, please see your real estaté fgatetails about any warranty plan to which tHegm may

have access.

Please refer to the pre-inspection contract fadlaekplanation of the scope of the inspection.
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Structure

DESCRIPTION OF STRUCTURE

Columns: -Not Visible

Floor Structure: -Wood Joist

Foundation: -Concrete Block-Basement Configuration 75% of Foundation Was Not
Visible

Wall Structure: -Wood Frame Masonry

Ceiling Structure: - Rafters

Roof Structure: - Rafters- Spaced Plank Sheathing

STRUCTURE OBSERVATIONS

Positive Attributes

The construction of the home is good quality. Treerals and workmanship, where visible, are good.
General Comments
Typical minor flaws were detected in the structw@inponents of the building.

RECOMMENDATIONS / OBSERVATIONS

Exterior Walls
Monitor: Common minor cracks were observed on the exterdis of the house. This implies that structural
movement has occurred. The location, size, shapigesé cracks is common. The inspection did ndtdvidence of
significant movement requiring immediate major iiepa

LIMITATIONS OF STRUCTURE INSPECTION

As we have discussed and as described in yourdtispecontract, this is a visual inspection limitedscope by (but not
restricted to) the following conditions:

Structural components concealed behind finishefhseis could not be inspected.

Only a representative sampling of visible strudtamanponents was inspected.

Furniture and/or storage restricted access to stmetural components.

Engineering or architectural services such as tation of structural capacities, adequacy, or iritggare not part of a

home inspection.
There was limited access to the side attic areatsirfd the “knee wall”).

Please also refer to the pre-inspection contrac filetailed explanation of the scope of this intpa.
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Roofing

DESCRIPTION OF ROOFING

Chimneys: -Masonry

Roof Covering: - Asphalt Shingle

Method of Inspection: -Viewed from ladder at eavé/iewed with binoculars
Roof Drainage System: - Aluminum - Downspouts discharge above grade
Roof Flashings: -Not Visible - Metall

ROOFING OBSERVATIONS

General Comments

It is recommended that the present layers of rgofimaterials be removed prior to re-roofing. Thiglsdost of
demolition and debris removal to the re-roof cost.

Replace the roof flashing materials when re-roofmgvoid leaks in these areas.

INSPECTION NOTES FROM HANDHELD DEVICE:

RECOMMENDATIONS / OBSERVATIONS

ROOFING

Deferred Cost: Roof fifteen years old and older is a maintendssee to consider down the road.

Monitor: Older roofs are, by their nature, a high mainteearoof. Annual inspection and repair should ftécgpated.
In addition, the older flashings should be monitbrén some cases, a deteriorated flashing cart issexpensive
repairs, because sections of the roofing have temeved. As a rule of thumb, replacement of titeée roof covering
may be logical if more than ten percent of the meojfuires repair.

Improve: Roof on the garage is older then the homes rogpla®@ement is likely, sooner then later.

Repair: Loose or torn roofing shingle was observed attheheast corner of the home.

This confidential report is prepared exclusively fo r Your Name

© 2008 CRITERION HOME INSPECTORS LLC



1234 Any Street, City, State  Page 9 of 30

Monitor: Water staining was observed under the eave witl@rgarage.

Chimneys
Repair: The masonry chimney needs re-pointing (replaciegniortar between the bricks) to avoid water damage.

Repair, Safety Issue: A vermin screen & rain cap should be installedlmn¢himney to avoid possible flue blockage.
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Repair: Chimney hole in the basement should be repaired.

Gutters & Downspouts
- Repair: The gutters require cleaning to avoid spilling raaioff around the building — a potential sourcevater entry

or water damage.
Repair: The downspout(s) should discharge water at least(6) feet from the house. Storm water should be
encouraged to flow away from the building at thenpof discharge.

Repair: Downspout(s) that discharge onto the roof shouldxtended to discharge directly into the guttetsweThis
condition, if left unattended, can result in preanatdeterioration of the roofing under the endhef downspout.

Flashings
Repair: The Chimney flashing leaks and should be replaced.
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Repair: The Chimney flashing is loose and should be refeecto avoid leaks.

Repair: Nail heads are exposed at the flashing. They shoeiskaled to reduce risk of leaks.

Discretionary Improvements

A drip edge flashing should be installed around bemeter of the roof to ensure that water dr&iom the roof directly

into the gutters. This flashing also helps protbetroof sheathing from damage at the eave.

The installation of rain caps and vermin screenstlomneys is a logical improvement.

LIMITATIONS OF ROOFING INSPECTION

As we have discussed and as described in your dtispecontract, this is a visual inspection limitiedscope by (but not
restricted to) the following conditions:
Not the entire underside of the roof sheathingigpécted for evidence of leaks.
Evidence of prior leaks may be disguised by intdiiiushes.
Estimates of remaining roof life are approximatiamdy and do not preclude the possibility of leakabgeakage can
develop at any time and may depend on rain intgnsihd direction, ice build up, and other factors.
Antennae, chimney/flue interiors which are not igagiccessible are not inspected and could reqejair.

Roof inspection may be limited by access, condjtie@ather, or other safety concerns.

Portions of the roof were viewed from a laddehatédge of the roof. Some sections of the rooéwet in view.
Snow on the roof restricted the inspection.

The roof surface was wet. This condition can retsér proper assessment of the condition of thérrganaterials.
Unfavorable weather restricted the inspection efrbofing system.

A chimney was not entirely visible during the inspen of the roofing system.

Please also refer to the pre-inspection contraci fietailed explanation of the scope of this inspa.
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Exterior

Eaves, Soffits, and Fascias:
Entry Walkways And Patios:
Exterior Doors:

Window/Door Frames and Trim:
Surface Drainage:

Overhead Garage Door(s):

Wall Covering:

Entry Driveways:

Porches, Decks, Steps, Railings:

Retaining Walls:

EXTERIOR OBSERVATIONS

- Aluminum

- Concrete Pavers Not visible due to snow

-Metal

-Metal-Covered

-Level Grade Graded Towards Hous&ot visible due to snow
- Steel- Automatic Opener Installed

- Stone

-Not visible due to snow

-Not visible due to snowConcrete

-Not visible due to snow

Positive Attributes

Window frames are clad, for the most part, withoa Imaintenance material. The aluminum soffits fastia is a low-

maintenance feature of the exterior of the homéie @uto reverse mechanism on the overhead garagerekponded

properly to testing. This safety feature shouldtdsted regularly as a door that doesn’t reverseirgare someone or fall

from the ceiling. Refer to the owner’'s manual onte@t the manufacturer for more information.

General Comments

The exterior of the home is generally in good ctadi The exterior of the home shows normal wewt &ar for a home of

this age.

RECOMMENDATIONS / OBSERVATIONS

Improve: Lattice work is loose on the front deck.
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Doors

Improve: Weather Stripping repairs needed in front and sidkries.

Repair: The front door requires caulking.

Lot Drainage
- Monitor: The lot is lower than adjacent lots to the wesadirg improvements should be undertaken where lgessi

The general topography of the area is such theitlibe difficult to control storm water entirelfpuring heavy rains or
show melts, the accumulation of storm water oridhenay be unavoidable. This could cause watelyantthe
basement. Refer to the Interior section of the mefoo comments regarding evidence of basementtneis

Windows
Repair: Some windows are in need of glazing (putty) improgats.
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Repair: As is very typical, the basement windows have breagiected. They should be repaired or replacedsisedl.
Wood/soil contact should be avoided to reduce ir@ed rot-damage risk.

i 2 o 2

Repair: Localized evidence of water staining was visiblevetdow sills. Repairs should be undertaken in when
painting/staining.

Exterior Walls
Monitor: Common minor cracks were observed on the exterdis of the house. This implies that structural
movement has occurred. The location, size, shapigesé cracks is common. The inspection did natdvidence of
significant movement requiring immediate major iiepa
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Garage
Repair: The Trim of the overhead garage door is incompet: needs repair.

Monitor, Safety Issue: Pronounced floor cracks were noted in the garadeléwhis amount of cracking is unusual,
this slab is not a structural component you shbelédware of the trip hazard.

LIMITATIONS OF EXTERIOR INSPECTION

As we have discussed and as described in your dtispecontract, this is a visual inspection limitiedscope by (but not
restricted to) the following conditions:
A representative sample of exterior componentsingzected rather than every occurrence of compsenent
The inspection does not include an assessmentotdgjeal, geotechnical, or hydrological conditions,environmental
hazards.
Screening, shutters, awnings, or similar seasaw@ssories, fences, recreational facilities, oldings, seawalls, break-
walls, docks, erosion control and earth stabil@matimeasures are not inspected unless specificghged-upon and

documented in this report.

Storage in the garage restricted the inspection.

Access below decks and/or porches was not possible.

Snow restricted an inspection of the lot and variother aspects of the exterior of the house.
Unfavorable weather restricted the inspection efrtiofing system.

Please also refer to the pre-inspection contracd filetailed explanation of the scope of this intpa.
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Electrical

Service Entrance Conductors:
Wiring Method:

Switches & Receptacles:
Smoke Detectors:

Ground Fault Circuit Interrupters:
Service Equipment &

Main Disconnects:
Distribution Wiring:

Service Panel &

Overcurrent Protection:
Sub-Panel(s):

Service Grounding:

Service Drop:

Size of Electrical Service:

ELECTRICAL OBSERVATIONS

- Copper

- Non-Metallic Cable "Romex*Armored Cable "BX" Fabric-Covered
-Grounded and Ungrounded

-None Found

- Bathroom(s} Kitchen

-Main Service Rating 100 Amp®reakers located: basement

- Copper- Aluminum-Solid Conductor

-Panel Rating: 100 AmpBreakers

- Breakers Located: basement off or main

- Copper- Water Pipe ConnectiorGround Connection Not Visible
- Overhead

-120/240 Volt Main Service - Service Size: 100 Amps

General Comments

Inspection of the electrical system revealed the need for typical, minor repairs. Although these are not costly to

repair, they should be high priority for safety reasons. Unsafe electrical conditions represent a shock hazard. A

licensed electrician should be consulted to undertake the repairs recommended below.

Positive Attributes

Generally speaking, the electrical system is indgoaler.

RECOMMENDATIONS / OBSERVATIONS

Repair: The ceiling fan pull chain switch is missing in thauthwest lower bedroom.

Main Panel

Improve: The main distribution panel is crowded with wirifglarger panel would be desirable.
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Outlets
Repair: Ungrounded 3-prong outlets should be repaired istbfaBedroom south wall. In some cases a grounal wir

may be present in the electrical box and simplydede be connected. If no ground is present “régain be as simple
as filling the ground slot with epoxy. Better, séritaving a ground increases safety, a groundeditcaauld be strung to
this outlet, or a separate ground wire could beneoted. Some electrical codes allow the instaltadiba ground fault
circuit interrupter (GFCI) type outlet where groumglis not provided. In this case the GFCI may wouk can’t be
tested by normal means.

Repair: Missing outlet cover plates & knockouts should dglaced to avoid a shock hazard.

Repair: The installation of a ground fault circuit intertaps (GFCI) is recommended. The installation ofugibfault
circuit interrupter (GFCI) devices is advisabletba exterior of the home, garage, bathrooms, winirly swimming
pool equipment and some kitchen outlets and omantigts within 6’ of watefKitchen). On circuits with multiple
outlets; the lead outlet would suffice, as it whien give protection to all outlets on that givéewit. A GFCI offers
increased protection from shock or electrocution.
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Service / Entrance
Electrical Panel upgrade

Discretionary Improvements

The size of the electrical service supplied tohlbemnemay not be sufficient, depending on the lifestyle lné bccupants. A
marginally sized electrical service is not a safepncern, but may represent and inconvenienceefnain fuses (or
breakers) blow, shutting down the power in all artpf the home. If it is found that the main fuges breakers) blow
regularly, a larger electrical service may be ddde. If care is taken not to run major electriapliances simultaneously, it
is unlikely that the service will overload. The usfegas fired kitchen appliances will also reduge kad on the electrical
service.

Switches
Repair: The missing light switch cover plates. under theelnaent stairs.

LIMITATIONS OF ELECTRICAL INSPECTION

As we have discussed and as described in yourdtispecontract, this is a visual inspection limitedscope by (but not
restricted to) the following conditions:
Electrical components concealed behind finishethsas are not inspected.
Only a representative sampling of outlets and Ifgtttires were tested.
Furniture and/or storage restricted access to sdeatrical components which may not be inspected.
The inspection does not include remote control @y alarm systems and components, low voltagegyisystems,
and components, ancillary wiring, systems, and rotllenponents which are not part of the primary teilesd power

distribution system.
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Heating

DESCRIPTION OF HEATING

Heating System Type: -Forced Air FurnaceCarrier
Vents, Flues, Chimneys: - Plastic

Energy Source: -Gas

Heat Distribution Methods: - Ductwork

HEATING OBSERVATIONS

General Comments
The heating system not been maintained.

Positive Attributes
The heating system is controlled by a “set backtiostat. This type of thermostat, if set up cdlyebelps reduce heating

costs. This is a high efficiency heating system.

RECOMMENDATIONS / OBSERVATIONS

Furnace
Deferred Cost: Furnace: 13 years old or older is a maintenars@ito consider down the road.
Repair: The heating system requires service. This should fegular maintenance item to assure safe, relladmt.
Repair: The condensate line leading from the furnace agpdigtly and needs to be cleaned to avoid blockade a
possible improper operation of the equipment.

LIMITATIONS OF HEATING INSPECTION

As we have discussed and as described in yourdtispecontract, this is a visual inspection limitedscope by (but not
restricted to) the following conditions:

The adequacy of heat supply or distribution balase®t inspected.

The interior of flues or chimneys which are notdibaaccessible are not inspected.

The furnace heat exchanger, humidifier, or dehuieigliand electronic air filters are not inspected.

Solar space heating equipment/systems are notdtezpe
Access to the furnace was somewhat restricted.
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Cooling / Heat Pumps

DESCRIPTION OF COOLING / HEAT PUMPS

Central System Type: -Air Cooled Central Air Conditioning Manufacturer: Magic Chef  Model
Number: Plate illegibleSerial Number: Plate illegible

Energy Source: - Electricity

COOLING / HEAT PUMPS OBSERVATIONS

Positive Attributes

The capacity and configuration of the system shbeldufficient for the home.

General Comments

As the system is old, it will require repairs oplecement soon.

RECOMMENDATIONS / OBSERVATIONS

Central Air Conditioning
Deferred Cost: A/C Unit: 10 to 15 years old and older is a maiataee issue to consider down the road.

LIMITATIONS OF COOLING / HEAT PUMPS INSPECTION

As we have discussed and as described in your dtispecontract, this is a visual inspection limitiedscope by (but not
restricted to) the following conditions:
Window mounted air conditioning units are not inspe.

The cooling supply adequacy or distribution balaisagot inspected.

The air conditioning system could not be testethautdoor temperature was below 60 degrees F.
The system was not tested.

The cooling system was shut off and could not berated at the time of the inspection.

The data plate on the cooling system was not @8ddible at the time of the inspection.
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Insulation / Ventilation

DESCRIPTION OF INSULATION / VENTILATION

Floor Cavity Insulation: -Low Levels Suspected (But Not Visible)
Attic Insulation: -R 13 to R 19 Fiberglass in Main Attic
Roof Ventilation: - Soffit Vents- None Visible on east side
Exterior Wall Insulation: -Not Visible

Exhaust Fan/vent Locations: - Bathroom: Kitchen

Basement Wall Insulation: -None Visible

Vapor Retarders: - Plastic

INSULATION / VENTILATION OBSERVATIONS

General Comments

Upgrading insulation levels in a home is an improeet rather than a necessary repair. Most old bdrage relatively low
levels of insulation. The down side, of coursehet heating and/or cooling costs are higher. Thside is that these homes
tend to be fairly well ventilated. Their naturalilédp to allow infiltration of outside air actuallymproves indoor air quality.
Improving insulation levels will reduce energy dtowever, the potential benefit should we cahefukighed against the
cost of improvements. Caulking and weather-strig@round doors, windows and other exterior watiropgs will help to

maintain weather tightness and reduce energy costs.

RECOMMENDATIONS / ENERGY SAVING SUGGESTIONS

Basement
Improve: It would be wise to insulate the “rim joist” caeis around the perimeter of the basement.

Improve: Basement heat supply vent cover is needed.

Attic / Roof
Improve: Insulation improvements may be cost effective ateling on the anticipated term of ownership.
Repair: Exhaust vent pipes should be insulated and vent#uktbuilding exterior.
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LIMITATIONS OF INSULATION / VENTILATION INSPECTION

As we have discussed and as described in your dtispecontract, this is a visual inspection limitiedscope by (but not
restricted to) the following conditions:
Insulation/ventilation type and levels in conceadedas are not inspected. Insulation and vapordsuare not disturbed
and no destructive tests (such as cutting openimgslls to look for insulation) are performed.
Potentially hazardous materials such as AsbestbdJasa Formaldehyde Foam Insulation (UFFI) canmopbsitively
identified without a detailed inspection and laltorg analysis. This is beyond the scope of thpeason.
An analysis of indoor air quality is not part ofrdospection unless explicitly contracted-for ariscdssed in this or a
separate report.

Any estimates of insulation R values or depthsraogh average values.
No access was gained to the roof cavity of theeslageilings.

Please also refer to the pre-inspection contrac fietailed explanation of the scope of this intpa.
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Plumbing

Drain, Waste, & Vent Piping:

Water Heater:

Service Pipe to House:
Water Supply Source:

Interior Supply Piping:

Waste System:

PLUMBING OBSERVATIONS

- Plastic- Cast Iron: Steel

-Gas- Approximate Capacity (in gallons): 50Manufacturer;: Rheem Model
Number:6G50-38F1Serial Number: RMLND406524908

-Not Visible

- Public Water Supply

- Copper- Plastic- Steel

-Public Sewer System

General Comments

The water heater temperature should be set such tha t accidental scalding is minimized. Families with

small children should be especially aware of this.

Positive Attributes

The plumbing system is in generally good conditiohhe water pressure supplied to the fixtures &soeably good. A

typical drop in flow was experienced when two fidsi were operated simultaneously. Some of the lghopfixtures within

the home have been upgraded. The water heataelatarely new unit. As the typical life expectgnaf water heaters is 7

to 12 years, this unit should have several yearsmhining life.

RECOMMENDATIONS / OBSERVATIONS

Deferred Cost: Water Heater: 5 + years old and older is a maariee issue to consider down the road.

Repair: Water leak was observed under the double sittkdrupper bath cabinet right side.
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Water Heater
Repair: The hot and cold supply water connections are sextin the lower bath. For improved operation, this

condition should be corrected.

Sump Pump

Deferred Cost: Sump Pump: 1 to 5 years old and older is a maamtee issue to consider down the road.

Monitor: Sump Pump discharge line outside is to close tdtimee. This causes the water to seep around the
foundation and then recycle back to the sump puffprts should be taken to extend the dischargedinleast 6 to 8ft
away from the foundation.

Fixtures
Monitor: The bathtub was observed to drain slowly, sugggstiat an obstruction may exist.

Repair: It is recommended that an anti-siphon device beddd the hose bib(s).
Improve: Frost free hose bibs are recommended for the autgihter was still on at the rear of the home. 8ffulvas
found under a ceiling panel in the basement offiea.

Discretionary Improvements

Supply piping may be susceptible to freezing dugrtgemely cold weather. Heating or insulating thijse would be wise.

LIMITATIONS OF PLUMBING INSPECTION

As we have discussed and as described in your dtispecontract, this is a visual inspection limitiedscope by (but not
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restricted to) the following conditions:
Portions of the plumbing system concealed by fieéshnd/or storage (below sinks, etc.), below thestre, or beneath

the ground surface are not inspected.

Water quantity and water quality are not teste@smexplicitly contracted-for and discussed in thia separate report.
Clothes washing machine connections are not insgect

Interiors of flues or chimneys which are not repditcessible are not inspected.

Water conditioning systems, solar water heaters,dnd lawn sprinkler systems, and private wastpadial systems are

not inspected unless explicitly contracted-for distussed in this or a separate report.
An inspection of the hot tub is outside the scofpihis inspection.

Please also refer to the pre-inspection contraci fietailed explanation of the scope of this intpa.
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Interior

DESCRIPTION OF INTERIOR

Window Type(s) & Glazing: -Double/Single Hung Double Glazed Single Pane Single Pane with Storm
Window

Floor Surfaces: - Carpet- Wood - Slate

Doors -Wood-Solid Core Wood-Hollow Core Storm Door(s)

Wall and Ceiling Materials: - Plaster- Drywall

INTERIOR OBSERVATIONS

General Condition of Interior Finishes

As is the case in many old homes, the plasterH@ssshow signs of weakening. Over time, the pldstgins to bulge as it
looses its bond to the wall. While this poses nortsterm concern, it may become necessary to sofiestg improve or
replace sections of plaster, particularly durinde@orating. Where wallpaper is employed, the walpaften serves to hold
the old plaster in place. When stripping wallpaplee, plaster sometimes weakens as the wallpapemsved. This explains
why many people wallpaper or paint over existindlpegoer. It should be noted that special fabricstethat can be applied
over weakened plaster, much like wallpaper, tofoege the plaster prior to painting or wallpaperifidis is far more cost

effective than replacing plaster.

General Condition of Windows and Doors

The majority of the windows are average qualitysiniThe windows have been lacking maintenance.

RECOMMENDATIONS / OBSERVATIONS
Doors

Improve: Weather stripping (Exterior Front Door) are iredef improvements.

Improve: Master Bedroom door damaged.
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Stairways

Monitor: The railing for the stairway is loose.

Wall / Ceiling Finishes
Monitor: Minor cracks & holes were noted.
Monitor: Evidence of patching was detected.

Floors
Repair: The installation of the trim is incomplete.

Discretionary Improvements
In addition to protecting bedrooms, additional sedketectors are recommended outside sleeping aies the home.
Install new exterior lock sets upon taking possessif the home.

Windows

Monitor: Water staining was observed below the window 3illCaulking should be improved as a first step eRafso
to the Exterior section of this report.

Monitor: The window(s) are cracked in the northwest bedrdamprovement is not a high priority.
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LIMITATIONS OF INTERIOR INSPECTION

As we have discussed and as described in your dtispecontract, this is a visual inspection limitiedscope by (but not
restricted to) the following conditions

Furniture, storage, appliances and/or wall hangargsot moved to permit inspection and may bloeflects.

Carpeting, window treatments, central vacuum systdmusehold appliances, recreational facilitiesntp wallpaper,

and other finish treatments are not inspected.

Recent renovations and/or interior painting coreglistorical evidence.
Portions of the foundation walls were concealednfroew.

Attic did not have an access. On the eastside

Please also refer to the pre-inspection contrac fietailed explanation of the scope of this intpa.
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Appliances

Laundry Facility:

Other Components Tested:

Appliances Tested:

APPLIANCES OBSERVATIONS

- 240 Volt Circuit for Dryer- 120 Volt Circuit for WasherHot and Cold Water
Supply for WasherWasher Discharges to Laundry Tub/Sink
- Door Bell - Kitchen Exhaust Hood

-Microwave Oven Dishwasher Refrigerator Waste Disposer

Positive Attributes

All appliances that were tested responded satisfhct

RECOMMENDATIONS / OBSERVATIONS

Refrigerator

Monitor: The refrigerator did not appear to attain an idgarating temperature (temp in freezer was 17 @sgre
fridg was @ 48 degrees.) Adjustment of the tempeeagetting may suffice, or further review by avesr technician is

recommended.

LIMITATIONS OF APPLIANCES INSPECTION

As we have discussed and as described in yourdtispecontract, this is a visual inspection limitedscope by (but not

restricted to) the following conditions

Thermostats, timers and other specialized feammdscontrols are not tested.

The temperature calibration, functionality of timeeffectiveness, efficiency and overall perforneané€ appliances is

outside the scope of this inspection.

Please also refer to the pre-inspection contrac fietailed explanation of the scope of this intpa.
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Photo Summary

Calkingeded Painting needed

/

Wall dage in closet Amtarwires in front hall closet
Water stainimgand chimney in attic Knockoutssing in basement
Over cut trim watlamage potential Misdiegt duct cover
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